MAYOR & COUNCIL AGENDA COVER SHEET

MEETING DATE:
June 19, 2006

CALL TO PODIUM:

Fred Felton, Assistant City
Manager
RESPONSIBLE STAFF:

Fred Felton, Assistant City
Manager

AGENDA ITEM:

(please check one)

TITLE:

Resolution of the Mayor and City Council Awarding Matching
Grants to the Lakelands Community Association and the
Saybrooke Homeowners Association ($10,000)

SUPPORTING BACKGROUND:

Presentation

Proclamation/Certificate

Appointment

Public Hearing

Historic District

Consent [tem

Ordinance

X | Resolution

Policy Discussion

Work Session Discussion Item

Other:

PUBLIC HEARING HISTORY:

(Please complete this section if agenda item
1s a public hearing)

Introduced

As you are aware, the Mayor and City Council has approved a
Neighborhood Matching Grant Program to provide an incentive for
HOA’s, COA’s, and other community groups to improve the
appearance or safety of their neighborhoods as well as use for
community events, and professional consultants.

At this point, staff is recommending that grants be awarded to
Lakelands Community Association and Saybrooke Homeowners
Association. Lakelands Community Association would like to use
their grant funds to create a sitting park at the corner of Rockburn
Street and Still Creek Lane which would include landscaping and
two park benches. Saybrooke Homeowners Association would like
to replace existing pole light fixtures as well as install new light
fixtures to help address safety concerns around the pool/tennis
court area of the community. | have enclosed copies of the original
grant applications for your review.

If the Council approves these grants, the communities will receive
a letter awarding the grant and authorizing them to proceed with
the project. No City funds will be released until receipts are
submitted and the work has been inspected.

Advertised

DESIRED OUTCOME:

Hearing Date

Record Held Open

Vote on Resolution.

Policy Discussion




Resolution Request Form

REQUEST FORM FOR RESCLUTIONS PERTAINING
TO EXPENDITURES FROM THE CITY BUDGET
(CONTRACTS/PURCHASES, TRANSFER FUNDS)

(Please attach the Mayor and Council Agenda Cover Sheet to this Form. For
contracts/purchases, the Cover Sheet MUST incliude a list of all bidders and bid
amounts.)

Requested by:_Frederick J. Felton Date of City Council Meeting:_June 19, 2006
AUTHORIZING

Negotiate/
Purchase Award Contract Transfer Funds _X Execute a Contract

BID INFORMATION:

Advertisement Date N/A
Newspaper(s) N/A
Bids Opened/Tabulated (date) N/A

DESCRIPTION OF ITEM(S):

CONTRACTED/PURCHASE FROM:
Lakelands Homeowners Association ($5,000)
Main Street

c/o ComSource Management, Inc.

3414 Morningside Drive

Olney, Maryland 20832

Saybrooke Homeowners Association {$5,000)
c/o Main Street Property Management

9 Park Avenue

Gaithersburg, Maryiand 20877

CONTRACT/PURCHASE AMOUNT: $10,000.00
Check One: In the Amountof Notto Exceed _ X

FUNDS TO BE EXPENDED FROM: Operating Budget ___ Capital Improvements Budget X

Account Number: CIP 99-6 (#087)
(For Finance Department use only; not to be included in the

Resolution)

VERIFICATION OF AVAILABILITY OF FUNDS Available >~ Not available

&)“f'[h&

Finance Dept. Date




Resolution No.

RESOLUTION OF THE MAYOR AND CITY COUNCIL AWARDING
MATCHING GRANTS TO LAKELANDS COMMUNITY ASSOCIATION AND
SAYBROOKE HOMEOWNERS ASSOCIATION

WHEREAS, the Mayor and City Council has approved a Neighborhood
Matching Grant Program to provide an incentive for neighborhood organizations to
improve their communities; and

WHEREAS, funds for this program are available from the CIP Account 99-6
(087); and

WHEREAS, the Mayor and City Council have determined that the projects
outlined are worthwhile and in the public interest:

NOW THEREFORE, BE IT RESOLVED by the Mayor and City Council that the
City Manager is authorized to award the foliowing grants upon determining that the
projects are completed as proposed, in the total amount of Ten Thousand Dollars
($10,000); said funds to be expended from the Capital Improvements Budget as
follows:

Community Projects Amount of Grant
Lakelands Community Association Sitting Park $5,000
Saybrooke Homeowners Association Lighting $5,000

AND BE IT FURTHER RESOLVED that the City Manager be and hereby is
authorized to waive fees for any City permit required for the projects outlined above.

ADOPTED by the City Council of Gaithersburg this 19" day of June, 2006.

SIDNEY A. KATZ, MAYOR and
President of the Council

THIS IS TO CERTIFY that the foregoing
Resolution was adopted by the City Council
in a public meeting assembled on the 19"
day of June, 2006.

David B. Humpton, City Manager
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A CHARACTER COUNTS! Clty

NEIGHBORHOOD MATCHING GRANT APPLICATION

**Please note: Grants will be considered for new projects such as lighting, installation
of landscaping, tot lots, entrance features, other physical improvements, or
neighborhood events.

I

II.

Applicant Information:

Apphcant s Address A\
m

Applicant’s Telephone Number 30\

Name of Neighborhood LP\V\ELP\ND% Number of Homes ‘ L\\\ 0

Date application submitted: US [ ?)O '/ Olo

Does the Neighborhood have an HOA, COA or Citizens Association?
es o No

Project Information
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A CHARACTER COUNTS! Ciry

ga%this proposed project been discussed at a meeting that was open to all residents?
es o No

When would you like to start the project? 6\)mmE R 2006

L. Financial Information i
What is the estimated cost of the project? ﬁ. \ G) \ 000

***The total amount of the City Grant can not exceed $5000 or 50% of the cost of the project
(whichever is less).

How will the remaining costs be financed?
") PAD © DGET

E .RonNAL) SMITH

Applicant’s Printed Name

SESTRR I,

Applicant’s Signature Date

FOR OFFICE USE ONLY:
Date received:

Date reviewed by staff:
Staff comments:




Lakelands - Board/Committee List Page 1 of 1

Board of Directors

The LCA Board of Directors meets regularly on the 4th Wednesday of every month at 7:00 PM.
Meetings are held at the Lakelands Clubhouse (960 Main Street). The LCA Board meetings are
open to all Lakelands Residents and the meetings provide the Association an opportunity for the
Board to conduct business and affect decisions on the operation of our community.

If you have questions, please contact the Community Manager at 240-631-8338. If you care to e-
mail the Board of Directors, you may send your note to board@lakelands.org or to any individual
(s) at their addresses provided beiow.

We hope you will take an interest in your community and attend meetings to keep in the know!

€ Lake Coulson - Lake@lakelands.org

€ Mark Ezrin - Mark@lakelands.org

€ Beverly Frey - Bev@lakelands.org

£ Pat McCalley - Pat@lakelands.org
£ Jim Wakefield - Jim@lakelands.org

Copyright © 1998-2002 AtHomeNet, Inc. All rights reserved.
This site is provided by AtHomeNet

http://www lakelands.org/committee_list.asp?cat_id=2& name=Board+of+Directors 5/11/2006
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Corner Park e Still Creek Lane and Rockborn Street

Key Qty | Botanical Name Common Nome Size Remarks
Trees:
MST 6 | Maius 'Sugar Tyme' Sugar Tyme Crabapple 2" cal., B&B
Shrubs:
LO 39 | Ligustrum ovalifolium California Privet 24" hat., cont.
Ground Covers & Perennigls:
HSD 120 | Hemorocallis "Stella D'oro Stella D'oro Daylily #1 cont. plant 18" o.c.
LEB 40 | [Ceucanthemum Becky Becky Daisy §7 cont. plant 30" o-c.
LMB 300 | Liriope muscari Big Blue Big Blue Liriope #1 cont. plant 12" o.c.
SSB 185 | Sclvia nemorosa 'Blue Hill Blue Hill Salvia Ei cont. plant 15" o.c.

|




Apr-24 06 03:17p Caral #cConaughy 3015909403 p-1

12598 dernesten oL

- e s -
note eoinmes, me 2057

PROPOSAL FOR SERVICES:  Park @ Still Creek Lane and Rockborn
: LAKELANDS HOA, Main St., Gaithershurg, MD
C/O ComSource Management, Inc. Phone: 301-924-7355

3414 Morningwood Drive Fax: 301.924.7340
Olney, MD 20832

We propose to implement and install the landscape plan designed by Stephenson & Good
Landscape Architects dated August 17, 2005 for Comer Park at Still Creek Lane and Rockborn

Street drawing No. L1-01,

Our initial quots to you for implementation of this project as per plan was $15,230.00.
We were told that this exceedad your budgst. Therefore we've revised our quote by reducing the
of some items (i.e. fast growing plams). We feel these minor adjustments in quantity
help may this affordable while still keeping the concept, line and form of the landscape plan
intact. We offer to install the following as per plan:
6 Sugar Tyme Crab Apple Trees 2" Cal.
35 California Privet

100  Stella D’oro Daylily 1 galion
40 ‘Beoky’ Daisy 1 gallon
240  Liriope 1 gallon
145 Blue Salvia 1 galion

Transplant two existing trees
The cost of this serviee is $9,974.00, initial here to authorize this work: .
All plantings will be performed in accordance with the quality standards established by the
Landscape Contractors Association, including the provision of soll amendmonts, amich and oo
year warranty. Transplants and perennials are not protected by warranty.
Please call me with any questions you may have related to this proposal.
Sincerely,
Andy R. McConaughy / 301-252-4638
CUSTOMER ACKNOWLEDGEMENT AND AUTHORIZATION

Please proceed with the work initinled above. The authorized work comes to a total of

s of which a 1/3 deposit equivalent to is being
submitted to Potomac Garden Center upon sceeptance of this proposal. The balance will be paid
in full upon completion of each line itam authorized.

Authorized by: Date:
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NEIGHBORHOOD MATCHING GRANT APPLICATION

Applicant Information:
Applicant’s Name _Saybrooke Homeowners Association
Applicant’s Address _c/o Main_Street Property Management

9 Park Avenue, Gaithersburg, Maryland 20877
Applicant’s Telephone Number 240-632-0001

Name of Neighborhood Saybrooke, HOA Number of Homes 478

Does the Neighborhood have an HOA, COA or Citizens Association?
X Yes - pNo

Project Information
Please describe the proposed improvement (attach sketches or plans as appropriate):

The project is to replace existing pole light fixtures at both the pool/tennis court parking lot and
inside the pool facility. The project also includes installing new light fixtures attached to each
side of the poo! house building facility and includes a new pole light on the walkway leading to the
pool and a new pole light adjacent to the tennis court entrance.

Please describe the need for the project and the benefit to the community:

The benefit of the lighting project has been a topic of discussion and recommended highly in
Neighborhood Watch Meetings with Officer White of the City of Gaithersburg Police Department.
This lighting improvement program will provide safety, security and will enhance the existing
amenities on the Association’s common elements.




1L

Has this proposed project been discussed at a meeting that was open to all residents?
X Yes p No

When would you like to start the project? May/ June 2006

Financial Information
What is the estimated cost of the project? $20,751.01

***The total amount of the City Grant can not exceed $5000 or 50% of the cost of the project
(whichever is less).

How will the remaining costs be financed?
An Association expense

/,.A,( /LMM 5/3’/0,6

Applicant’s Signature Date ~

FOR OFFICE USE ONLY:
Date received:

Date reviewed by staff:
Staff.comments:




SAYBROOKE OUTDOOR LIGHTING UPGRADE PROJECT

2006

Mont. Lighting Services

Replace three existing fixtures at three poles in main parking area with three 4-way tenons and a total $7,223.88
of twelve 400-watt metal halide cutoff floods. Also install a new astronomic time clock that will

operate multi-pole contactor (timer and contactor will operate any additional lights also).

Add one pole (15’ tall) with twin tenon and two 250-watt metal halide flood fixtures near tennis $2,955.10
courts. This pole light will be operated in conjunction with timer & contactor installed for main

parking lot pole lights.

Add one pole (12" tall) with one 175-watt metal halide cutoff flood light on right side of driveway to $2,464.33
gate of pool enclosure. This pole light will also be operated in conjunction with the new timer.

Guard house and bath house - replace two existing incandescent flood light fixtures and replace with. $2,395.00
100-watt NS type flood light fixtures. Add three additional flood light fixtures, one on guard house

and two on the bath house. These fixtures will also be controlled via the new time clock. -
Replace three existing fixtures at three poles surrounding the pool deck with twin tenons and a total $3,319.17
of six 400-watt metal halide cutoff floods to match the new fixtures in the parking area. These

fixtures to be controlled via the new time clock.

Rewire supply power to three pole lights surrounding the pool deck so that one fixture at each pole $2,743.53
will be capable of being turned off while the other fixture remains on. This control method will

utilize a second channel on the time clock but will require a second contactor.

Sub total $21,101.01
Less discount $350.00
TOTAL $20,751.01
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MONTGOMERY LIGHTING SERVICE

21808 WOODFIELD RD
LAYTONSVILLE MD 20882

OFFICE - 301.947.783
FAX —301.947.7829

0

DATE: October 8, 2005

TO: Rich Skobel

FAX #:

SUBJECT:  Saybrooke Outdoor Lighting Upgrade Project
SENDER:  Tom Feck

PAGES SENT: 2

This proposel has six sections individually priced.

Monteomery Li

to complete the following: é

ting Service, Inc. will

lyall materials, labor and equipment

All poles, fixtures and tenons will be RUUD lighting géroducts.

1) Replace three existing fixtures at three poles in main parking area with three 4-
way tenons and a total of twelve 400-watt metal halide cutoff floods. Also install

a new astronomic time clock that will operate a multi-pole contactor (timer and
contactor will operate any additional lights alsol). $7,223.88. '

Add one pole (15’ tall) with twin tenon and twa 250-watt metal halide flood

fixtures near tenmis courts. This pole light will Be operated in conjunction with
timer & contactor installed for main parking lot|pole lights. $2,955.10.

Add one pole (12 tall) with one 175-watt meta] halide cutoff flood light on right
side of driveway to gate of pool enclosure. This pole light will also be operated in
I

2)

3)

9
>

conjunction with the new timer, $2.464.33.

Guard house and bath house - replace two exisfi
fixtures and replace with }00-watt NS type floo

ng incandescent flood light
1 light fixtures. Add three

additional flood light fixtures, one on guard hou

These fixtures will also be controlled via the ne

se and two on the bath house.

w time clock. $2,395.00.

Replace three existing fixtures at three poles suerounding the pool deck with twin

tenons and a total of six 400-watt metal halide d

fixtures in the parking area. These fixtures to be
clock. $3,319.17.

utoff floods to match the new
controlled via the new time
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6} Rewire supply power to three pole lights surrounding the pool deck so that one
fixture at each pole will be capable of being tutned off while the other fixture
remains on. This control method will utilize a second channel on the time clock
but will require a second contactor. $2,743. 53

N O _A graduated discount up to 8% for all portions of this pronosal will be applied to the
total amount.

These prices are valid for sixty davs. Payment of ’mvoibes is due within 30 days and is

subject to a 2% late charge per month past 30 days (24% ammually).

Please retumn a signed copy of this fax to act ag acceptance of terms and notice to
proceed. A deposit of $5000.00 will be required to initiate this project.
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MONTGOMERY LIGHTING SERVICE

21809 WOODFIELD RD
LAYTONSVILLE MD 20882
OFFICE - 301.947.7830
FAX —301.947.7829

Tom’s cell — 301.252.4077 — emergencies only please
Ben’s cell — 301.252.4078 — emergencies only please

DATE: May 3, 2006
TO: Rich Skobel
FAX #:

SUBJECT: Saybrooke Pool Parking Lot Laghnng

SENDER:  Tom Feck | |

PAGES SENT: 1 »

NOW YOU CAN SUBMIT YOUR WORK REQUESTS VIA THE INTERNET-

www.montgomerylightingservice.com

To view info on proposed light fixtures for the parking lot lighting modifications go to
www.ruudlighting.com

In the left upper corner at FIND CATALOG enter #cf3640-m. When the new page
displays you can select literature or spec sheets.

The fixture for the tennis court light is cf3425-m.

The fixture for the walkway is L.CF3417-m.

The fixtures to replace the incandescent floods are N$6410-D

Please note three factors that bave changed since this proposal was generated
The price of fuel has increased
RUUD Lighting had a price increase in January 06

The price of copper wire has skyrocketed!!! Double what is was six months ago!l!

A conservative estimate of increased cost for this project is 5 to 7 percent.

id 6282216108 >384 sewoy| BGZ'G0 90 £0 Aew



Product Information

Ruud Lighting International |

[LIGHTING

RUUD|

Find Catalog #

http://www.ruudlighting.com/searchcatalog/produ

§ asoutus | probucT LINeS |

Page 1 of'Z

Contact Us |

Keyword Search

Catalog | Help |

Quality for Less...
Buy Factory Direct

LOGIN

CF3640-M

Product
information

Catalog|CF3640-
i | Number: M

16" Square Cutoff
Flood, 2"
Adjustable Fitter
mount and 400
L IWatt Pulse Start
:{Metal Halide Lamp
(included) for 120/
208/ 240/ 277 Volt.

Product

IES Files:
| (Select IES file)

Usually ships in
one business day.

Note: Not for use in an
uplight position in wet
locations. Click MORE
LIKE THIS and check
Options column (Uplight) { .
for avallability.

Related Products
FWG-16 Steel Wire Guard for 16" sq. Housing

LS-16 Polycarbonate Vandal Shield for 16" sq. Housing
PC-1 Bution Photocet! for 120V

PC-2 Button Photocell for 277V

gw;mag, Mid-Pole Bracket for one fixture on 4" sq. Pole
- PW-1A3(5) Mid-Pole Bracket for one fixture on 5" sq. Pole

PW-1A3(8) Mid-Pole Bracket for one fixture on 8" sq. Pole
- PW-2A3(4) Mid-Pole Bracket for two fixtures on 4"-sq. Pole

PW-2A3(5) Mid-Pole Bracket for two fixtures on 5" sq. Pole

'_R“\{\{:zmag_(g), Mid-Pole Bracket for two fixtures on 6" sq. Pole

SBL-16 Backlight Shield for 16" Housing

‘Wii-1 Wall Mount Bracket with Wiring Box

WM-2 Wall Mount Bracket with 2-3/8" Horizontal Tenon

ufo.asp?pf%S5Fid=CF3640%2DMé&de... 5/4/2006



?4,/#‘ ~1 Ld"!/
2" ADJUSTABLE FITTER O
16" (406 mm) CUTOFF FLOODLIGHT

CF3-16
SERIES

Reflector
Profinishad
Bemi-spacular
diffuss aluminum

Houslng
Baamiess,

die-cesl aluminum
Fintsh calor: branza

- S

Baliast

«

2.3" {57 mm)

Wirlng i
Chamber r— Lamp

L (Included)

55" {140 mm)
J;' {89 mm)’ \-— Baliast

I Compartment \ Lens Frame

_J < Covar Die-cast aluminum
Ad|ustable Fltter Bt Scraws . door frame secures
Dis-cast sluminum knuckle Patanted lons; sealad with
{& sizad for 2" plpe (2-3/8" [60 mm] O.D.) Hinge sllicons paskat
Fintsh color. bronze Assembly Finish color: black

SPEC#  WATTAGE  CATALOG# (h) DPTIONS (Iactory-instalied)
PULSE START METAL HALIDE WM 120/208/240/277V (Standard) -(8)F  Fusing

2 Z00W PSMH __ GF3620-(a){h) T 120/277/347V (Canada Only) (Standard) 5P External Photocell (far 480)
-l 250W PSMH __ CF3625-(a){h) 1 120V () Quartz Standby
[ T 320WPSMH _ CF3632-(a){h) 2 o7V (includes 100W quartz famp)
[ 4P 350WPSMH __ GFa6a5-(a)ih) 27 277V Reactor (PSMH Orly) (1A on 277V Reactor}
[ 400W PSMR___ CF3540-(a){f) 8 208V U Uplight Lens Frame
L_..J. 0 450W PSVH™ CF3545-(H)(M 3 240V Specify {a) Single Voltage — Ses Valtage Suffix Key

_ METAL HALIDE 5 480V
E 175W MH GF3417-(2)h) 6 347V (Canada Only)

s 250W MH CF3425-(a){b) For valtage avallabiiily outside the US and Canada, 568 Bulletin YO-8 of
m ISP 400W MH CF3440-(a){i) contact your Ruud Lighting authorized International Distributor.

: HIGH PRESSURE SODIUM
E 250W HPS CF3525-(a(h)
; 400W HPS CF3540-(a){h)

Spactly (a) Voltage & (h} Options. *Consult factory for avaliabllity.

GENERAL DESCRIPTION. -

Sharp cutoff luminaire for HID lamp, totally
enclosed. Housing is seamless, die-cast
aluminum. Aluminum die-cast adjustable

fitter mounting is sized for 2" pipe {2-3/8"

{60 mm) 0.D.). Aliows for directional aiming as
well as 2-1/2° incremental vertical adjustment.
Cantains integral wiring compartment. Two
stainless-steet set screws provide clamping

to vertical tenons. Lens assembly consists of
rigid aluminum frame and high-impact, clear-
tempered glass.

 ELECTRIGAL

Fixture inciudes clear, mogul-base lamp.
Pulse-rated porcelain enclosed, 4kv-rated screw-
shell-type lampholder with spring-toaded center
contact. Lamp ignitor included where required,
Ali ballast assemblies are high-power factor and
use the following circuit type:

Aeactor (277V PSMH)
200 — 450W PSMH

CWA — Canstant Walfage Autotransformer
200 - 450W PSMH; 175W — 400W MH;
250 ~ 400W HPS

US 4,689,729 4,709,312

" LABELS

ANS! lamp wattage label supplied, visible during
relamping. UL Listed in US and Canada for wet
locations and enclosure classified P65 per

IEC 529 and {EC 598.

9201 Washington Avenue Racine, Wisconsin 53406-3772 LISA PHONE (262) 886-1900

Exclusive DeltaGuard® finish features an E-coat
epoxy primer with medium bronze ultra-durable
powder topcoat, providing excellent resistance
tc corrosion, ultraviolet degradation and
abrasion. The finish is covered by our seven-
year limited warranty.

ACCESSODRIES -
FWG-16 Wire Guard
LS-16 Polycarbonate Vandal Shield
(not for use with fixtures in uplight posifion)
PC-1 Button Photocell
(for {ixtures set to 120V)
PC*6 Button Photocell
{for lixturas set to 347V}
PC-2 Button Photocell
(for fixtures set to 208, 240, 277V)
PGM-1 Ground Mount Post
SBL-16 Backlight Shield

RUUD/

FAX (262) 884-3309

© Ruug Lighting Inc. Printed in USA

LIGHTING

12/11/03
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2* ADJUSTABYE FITTER

FF FLOODLIGHT

16" (406 mm) CUTO

EPA RATING

1sofootcandle plots show initial tootcandles at grade. (Footcandes + 0.0928 = Lux)

EPA 1.27 for single fixture with 20° tilt (Consult factory for EPA rating on multiple units or other tilt angles).

180° 150° 1207,

a0=
10000
20000
60
300 /

Lighting Sclences Inc.

Certified Test Report No. LS1 4948
Candiepower distrtbution curve ot 400W MH
Cutoff Flood!ight at 20° vertical tilt

Lighting Sciencas Inc.

Certified Test Report No. LSI 10692
Candlepowar distribution curve of 400W HPS
Cutoff Fioodlight at 20° vertical tilt

Pole-spacing Example Data

100" 80' 60' 40' 20° O 20" 40' 80' 80" 100'
160" T T 488

140 E 427
120 36.6
100 305
80" Vel » ::\\\ 244
80" o V) 18.3
a 122
2 AV o1
N \VRGCEU om
20' \\K 4 8.1

40' - - 122
305 244 183 122 64 Om 61 122 16.3 244 305

Isotootcandle plat of 250W MH Gutofl
Fioodlight at 25* (7.6 m) mounting helght
and 20° vertical tiit (Pian view)

o0 80' 60' 40' 20 0 20' 40' 60" 80" 100

160 48.8
140' 42.7
120 - 366
100° // Q\ 30.5
80 // \ 244
e / —-\\‘N 18.3
w \IC AN s
- G T AL o1
- NN 072 I
oy NNPZ l 8.1
o' il |

1
305 244 183 122 61 Om 61 122 183 24.4 305

Isoinctcandle plot of 250W HPS Cuteff
Floodlight at 25' (7.6 m) mounting height
and 20° vertical tilt (Plan view)

v
Z

Tesl area Is contered within a (16) pole [ayout.

100' 80 60° 40' 20' O 20° 40° 60'.80' 100"
0 -

18 48.8
140" 42.7
120 38.6
; . ; 305
1:2- % 3‘. L 24.4
( (/ — ) \l
. 12,2
NI AN
NS T Y om
Emh~——ZaREM

40 -
306244 183 122 81 Om 6.1 122 183 244 305

Isotootcandle plot of 200W MH Cutol!
Floadlight at 30° (9.1 m) mounting height
and 20° vertical tht (Pian view)

16390. 80" 60' 40' 20° 0 20' 40" &0 B0 100‘45.8
140" - 427
120 386
100" r 3065
ol NN
60' - 18.3
40 \ '/ \\ ‘ ) 12.2
20 o, 6.1
" AN om
wl SNV LA/ | 6a
2.2

40' 1
305 244 183 122 67 Om 61 122 183 244 X6

isafaotcandle plot of 400W HPS Cutaft
Floodlight at 30* (3.1 m) maunting height.
and 20° vertica!l tilt (Plan view)

Average Initial Light Levels at Grade
- 4 Fixtures per pale
(Footandles + 0.0929 = Lux)

Catalog # Lamp Type Lamp Lumens Mounting Height Max. Recommended Fole-spacing Footcandles Lux
CR3417-M 175W MH 12,000 15' (4.6 m) 75' (22.9 m) 6.06 65
20" (6.1 m) 100" (30.5 m) 362 . 39

CF3425-M 250W MH 20,000 20" (6.1 m) 100" (30.5 m) 6.03 65
25' (7.6 m) 125" (38.1 m) 3.45 37

CF3440-M 400W MH 32,000 25' {76 m} 125' (38.1 m) 1.75 84
. 30' (9.1 m) 150" (45.7 m) 5.75 62

CF3525-M 250W HPS 28,500 20' (6.1 m) 100" (30.5 m) 9.45 . 102
25' (7.6 m) 125' {36.1 m) 5.39 58

CF3540-M 400W HPS 50,000 25' (7.6:m) 125' (36.1 m) 9.45 102
3091 m) 150" (45.7 m) 6.89 74

RUUD/|

9201 Washington Avenue Racine, Wisconsin 53406-3772 USA

PHONE (262) 886-1900

FAX (262) 884-3309

LIGHTING

@ Ruud Lighting inc.

Printed in USA

Iwww‘ruudlightlng.cnm ;
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CF3425-M

Product
Information

Catalog |CF3425-
#iNumber: M

88| 16" Square Cutoff
Flood, 2"
Adjustable Fitter
mount and 250
Watt Metal Halide | = .
Lamp (included) IES Files:
for 120/ 208/ 240/ {
277 Volt. | (Select IES file)

Product

Usually ships in
one business day.

Note: Not for use in an
uplight position in wet
locations. Click MORE
LIKE THIS and chack
Options column (Uplight)
for avaliability.

-Related Products

FWG-16 Steel Wire Guard for 16" sq. Housing
1.S-16 Polycarbonate Vandal Shield for 16" sq. Housing
PC-1 Button Photocell for 120V

"PW-2A3(5) Mid-Pole Bracket for two fixtures on 5" sq. Pole
PW-2A3(6) Mid-Pole Bracket for two fixtures on 6" sq. Pole
SBL-16 Backlight Shield for 16" Housing

1 1 Wall Mount Bracket with Wiring Box
wWM-2 Wall Mount Bracket with 2-3/8" Horizontal Tencn

http://www .ruudlighting.com/searchcatalog/produc  nfo.asp?pf5Fid=CF3425%2DMé&de... 5/4/2006



2" ADJUSTABLE FITTER

16" (406 mm) CUTOFF FLOODLIGHT

CF3-16

Ballast

Housing Reflecior
Seantess, Prafinishad
die-cast aiuminum sami-specular
Fiplsh eolor: bronze dilfuse aluminum
Gapacitor /\/

Ignitor

{Whore raquirad) \ (¢

2.3 (57 mm)

Wiring
Chamber Lamp

% {inciudar)
b t hold

5.5" (140 mm) \

35" (89 mm) Ballast \

_L Compartment Lens Frama

Cover Die-cast aluminum

daor frame sactires

- tens; caglad with
sllicona gasket
Flnigh color: black

Ad]ustable Flttar Sat Screws
Ote-cast aluminum knuckie

15 slzad for 2* pipe (2-3/8" (60 mm| 0.D.)
Finlsh colar: bronza

Patontad
Hinge
Assembly

SERIES

SPEC#  WATIAGE  CATALOG # i
PULSE START METAL HALIDE M 120/208/240/277V (Standard) -(a)F  Fusing
200W PSMH CF3620-(8)(b) T 120/277/347V {Canada Only) {Standard) -5P External Photocell (for 480V)
250W PSMH CF3625-(a)({b} 1 120V v} Quartz Standby
320W PSMH CF3632-(a)th} . 2 27V (includes 100W quartz famp)
350W PSMH _ CF3635-(a){b) 77 277V Reactor (PSMH Onlly) (/A an 277V Resctor)
400W PSMH___ GFa640-(a){(b} 3 208V U___ Uplight Lens Frame
450W PSMH* GF3645_(a)(b) 4 240V Specify (a) Singla Voltzge — See Voltage Suffix Key
METAL HALIDE 6 480V
T75W MH CFaat7-(a}ib) § 347V (Camada Oniy)
250W MH CF3425-(a)(b) For voltage avallability outside the US and Canada, sse Bullatin TD-8 or
400W MH CF3440-(a)(h) cantact your Ruud Lighting authorized Intsrnational Distributor.
HIGH PRESSURE S0DIUM
Z50W HPS (CF3525-(a)(n
400V HPS  CFa540-(a)(h)

Specily {a) Voitage & {It) Optlons. *Consult factory tor avallabllity.

' ELXECTRICAL

Fixture includes clear, mogul-base lamp.
Puise-rated porcelain enclosed, 4kv-rated screw-
shell-type lampholder with spring-loaded center
contact. Lamp ignitor included where required.
All ballast assemblies are high-power factor and
use the following circuit type:

Reactor (277V PSMH)
200 - 450W PSMH

GEMERAL DESCRIPTION

Sharp cutoft luminaire for HID lamp, totally
enclosed. Housing is seamless, die-cast
aluminum. Aluminum die-cast adjustable

fitter mounting is sized for 2" pipe (2-3/8"

[60 mm] O.D.). Allows for directional aiming as
well as 2-1/2° incremental vertical adjustment.
Contains integral wiring compartment, Two
stainless-steel set screws provide clamping

to vertical tenons. Lens assembly consists of
rigid aluminum frame and high-impact, clear-
tempered glass.

CWA — Gonstant Wattage Autotransformer
200 — 450W PSMH; 175W — 400W MH;
250 - 400W HPS

" LABELS e
PATENTS- -

US 4,689,729; 4,709,312

ANSI lamp wattage label supplied, visibie during
relamping. UL Listed in US and Canada for wet
Jocations and enclosure classified 1P65 per

IEC 529 and IEC 598.

9201 Washington Avenue Racine, Wisconsin 53406-3772 USA PHONE (262) 886-1900

Exclusive DeltaGuard® finish features an E-coat
epoxy primer with medium bronze uttra-durabte
powdar topcoat, providing excellent resistance
to corroslon, ultraviolet dagradation and
abrasion. The finish is covered by our seven-
year limited warranty.

.  AGCESSORIES . _

FWG-16 Wire Guard
LS-16 Polycarbonate Vandal Shiald
(not for use with fixtures In uplight position)
PE-1 Buttor: Photocali
(for fixtures.set to 120V)
PC*6 Button Photacefl
(for fiures set to 347V}
PC-2 Buttan Photocsll
(for fixtures set to 208, 240, 277V)
PGM-1 Ground Mount Past
SBL-16 Backlight Shield

FAX (262) 884-3309

© Ruud Lighting Inc. Printed in USA

www.ruudlighting.com §

RUUD
UGHﬂNG'
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CF3-16

SERIES

W oy b 7T Ve
2" ADJUSTABLE FITTER 4

16" (406 mm) CUTOFF FLOODLIGHT

A RATING

Isofoatcandle plots show initial tootcandies at grade. (Footcandies + 0.0929 = Lux)

cPA 1.27 for single fixture with 20° tilt (Consult factory for EPA rating on multiple units or other {ilt angles).

180° 150° 120°,

a0
10000
20000
60°
300 V4
tighting Sclences Int.

Centified Test Report Na. L8I 4948
Candlepower distribution curve of 400W MH
Cutoft Floadlight at 20° vertical tiit

30

Lighting Sciences inc.

Certified Test Report No. LSI 10692
Candlepower distribution curve of 400W HPS
Cutoff Floodlight at 20° verlical tilt

Pole-spacing Examplie Data

1‘00' BO' 60' 40' 20' 0 20' 40' 60' B0' 100

60' //’1\\ 18.3
pEEEER D
2 VAN o1
o RIS Y, on
N

a0 H 12.2
305 244 183122 61 ©m 6.1 122 183 244 305

Isnfootcandie plot of 250W MH Cutoff
Floodlight at 26' (7.6 m} mounting height
and 2@° veritcal tilt (Plan view)

80" 60' 40' 20° O 20' 40' 60 80
168‘00’

LA

140 427
120 ] SN 3.6
100 2 05
o A/ \\ 744
80" = :§N 183
w Ay )/ 122
. JHER K 61
’ Wz om
2 \ Y 6.1
L l 12.2

40 -
05 244 183 122 61 O0m 6.1 122 183 2443056

* Isfootcandle plot of 250W HPS Cutatf
Floodiight at 25° (7.6 m) mounting height
and 20° vertica! §itt {Plan view)

Y
7

100' 80 BO' 40' 20' 0 20" 40' 60' 80' 100!
160' T T

. 488

400 ' 42.7
1200 6.8
100" <] >, 305
80" 1~ f_":_'\ 244
60* /] ! 183
a0 ) ( ™, ) 122
2 M AN I y
o NN LA N/ ] om

20' \f\ \ L2 €.1
RN 122

40"
305 244 183 122 6.1 Om 61 122 183 244 05

Isofootcandle plot of A0OW M Cutaft
Ficodlight at 30' (9.1 m) matmting heipht
and 20° vertical tiit (Plan view)

0 20 40' 60° BO' 100"

100' 80' 60" 40' 20°

160 5.8
140 427
10 3686
100 i 305
o Gz AN 24.4
80’ [ T \ 183
40 f \ ( 122
20 o 6.1
> ARSI
AN\ RS 207 p/7Am
w0 - 122

305 244 183 122 61 Om 6.1 122 183 244 305

isvfootcandie plot at 400W HPS Gutoff
Ftoodiight at 30° (9.1 m) mounting height
and 20° vertical tilt (Plan view)

Average Initial Light Levels at Grade

4 Fixtures per pole
Tesl area is centered wilhin a {16} pole layoul. (Footcandies + 0,0929 = Lux)
Catalag # Lamp Type Lamp Lumens Mounting Height Max. Recommended Pole-spacing Footcandles Lux
GF3417-M 175W MH 12,000 15' (4.6 m) 75' (229 m) 6.06 65
20' (6.1 m) 100' (30.5 m} 3.62 39
CF3425-M 250W MH 20,000 20' (6.1 m) 100" (30.5 my} 6.03 65
25' (7.6 m) 125' (38.1 m) 3.45 37
CF3440-M 400W MH 32,000 - 25' (7.6 m) 125' (38.1 m} 1.75 84
- 30' (9.1 m) 150" (45.7 m} 5.75 62
CF3525-M 250W HPS 28,500 20" (6.1 m) 100' (30.5 m} 9.45 102
. 25' (7.6 m) 125' (38.1 m} 5.39 58
CF3540-M 400W HPS 50,000 25' (7.6 m) 125' (38.1 m) 9.45 102
30' (8.1 m) 150" (45.7 m) 6.89 74

RUUD

LIGHTING

9201 Washington Avenue Racine, Wisconsin 53406-3772 USA

PHONE (262) 886-1900

FAX (262) 884-3309

@ Ruud Lighting Inc.

Printed in USA

|www.ruudlighting.com i

12/11/03
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LCF3417-M

Product Product information
Catalog Number: LCF34

Bl 16" x 9-1/4" Rectangular Linear Cutoff Flood, 2"
| Fitter mount and 175 Watt Metal Halide Lamp (in
81120/ 208/ 240/ 277 Volt.

: Usually ships in one business day.

i | Note: 6 month warranty on this lamp

'Related Products

LS-L Polycarbonate Vandal Shield for Rectangular Flood
PC-1 Button Photocell for 120V

PC-2 Button Photocell for 277V

PGM-1 Ground Mount Post

PW-1A3(3) Mid-Pole Bracket for one fixture on 3" sq. Pole
PW-1A3(4). Mid-Pole Bracket for one fixture on 4" sq. Pole
PW-1A3(5) Mid-Pole Bracket for one fixture on 5" sq. Pole
PW-1A3(6) Mid-Pole Bracket for one fixture on 6" sq. Pole
PW-2A3(4) Mid-Pole Bracket for two fixtures on 4" sq. Pole
PW-2A3(5) Mid-Pole Bracket for two fixtures on 5" sq. Pole

PW-2A3(6) Mid-Pole Bracket for two fixtures on 6" sq. Pole

WiM-4 Wall Mount Bracket with 2-3/8" Verticai Tenon

CONTACT FEEDBACK PRIVACY TERMS AND CONDITIONS
Copyright © 2006 Ruud Lighting Inc. - All Rights Reserved

http://www.ruudlighting.com/searchcatalog/produ info.asp?pf%5Fid=LCF3417%2DM&d... 5/4/2006



2" ADJUSTABLE FITTER

fmr/ N //@;'7

RECTANGULAR CUTOFF FLOOD

Dis-Cast Aluminum
H_ouaing — A Pulse-Rated Porcelain
Finish color: bronze Lamphotder
Dimanslons E
(lens frame closed): — HID Lamp {included)
0.3" (235 mmW x i |
16" (406 mmiL x Sarwzs - | ——Reflector

Prafinished semi-specular
diffuse aluminum

5.1" (130 mm)0Q ( “
Ignltor—/ I o
{Whare required) Hiah

\VJ 5 High Powaer Factor Baliast

Capacitor-|

+———-Patented Intarnal

/7

Hinge Assembly
~—Lens Frame
Die-cast aluminum daoor

frame; sealed with

Adjustable Fitter

Set Screws —<

Slde Viaw

Finish color: black

slicone gasket
~ Temperad

Black stalnless steel

55"
(140 mm)

{
\ Giass Lens

SPEG 4 WATTAGE CATALOG #
PULSE START METAL HALIDE
125W PSME  LCF3612-(a}{b)
150W PSMH  LCF3b15-(a){b)
METAL HALIDE
BSpAL 50W MH LCF3405-(a)(b)
70W MH LCF3407-{a)(h)
gy 100W MH LCF3410-(a)(b)
E 4 175W MH LCF3417-(a)(h)
HIGH PRESSURE SODIUM

35W HPS LCF3503-(a}(h)
%.1 50W HPS LCF3505-(a)(h)
[ 70W HPS LCF3507-{a){(h)
p 100W HPS LCF3510-(a)(in)
%; PEGAE  150W HPS LCF3515-(a){h}

Spéclfy‘(a) Voltage & (b) Options.

GENERAL DESCRIPTION :

Sharp cuteff luminaire for HID lamp, totally
enclosed. Housing is seamiless, die-cast
aluminum. Aluminum die-cast adjustable fitter

Captlve Lens Screw

with sllicone seal Black stainless staal

Adjustable Fltter
Dis-cast aluminum knuckle

- :
3.5" Is sizad for 2* pipa (2-3/8* {60 mm] 0.D.)
(89 mm) Finish coler; bronze
.l - .

(See side view)

LCF3
SERIES

=2 St
{a) VOLTAGE SUFFIX KEY (b} OPTIONS {factory-installed)

D 1207277V (Standard; 125W PSMH;

50 — 100W MH; 50W HPS)
[} 120/208/240/277V

(Standard: 150W PSMH; 175W MH; 70 — 150W HPS)
T 120/277/347V (Ganata Only)

{Standard: 150W PSMH; 70 - 175W MH;

70— 150W HPS)

1 120V (Standard: 35W HPS)

2 2TV

27 277V Raactor (150W PSMH Only)
3 208V

4 240V

b 4B0V (175W MH; 70 - 150W HPS)
6 347V (Cenada Dnly)

For valtage avaliabllity outside the US and Canada, see Bulistin TD-2 or
contact your Ruud Lighting authorized Internationat Distributor,

N ELECTRICAL '

Fixture inciudes clear, mediurn-base lamp.
Pulse-rated porcelain enclosed, 4kv-rated screw-
shell-type lampholder. Lamp ignitor included

+{a)F

Fusing

Tamparproof Lens Fastaners

Extarnai Photocell (for 480V)

Specify () Single Voitage — Ses Voltape Suffix Key

-  PATENTS ‘

US 4,689,729, 4,709,312

. . ACTCESSORIES

mounting is sized for 2" pipe {2-3/8" [60 mm} where required. All ballast assemblies are high-

0.D.). Aliows for directional aiming as well as power factor and use the following circuit types: LSt Polycarbonate Vandal Shield
2-1/2° incremental vertical adjustment. Contains  paactor (277 PSMH) (rat for use with fixtures In uptight position)
integral wiring compartment. Two stainless-steel 150w PSMH PG-1 B'utt'tlm Photoclellmv
set screws provide clamping to vertical tenons. " g” Xtures st to 120V)
Lens assembly consists of rigid aluminum frame | '¢actor PC*6 “;‘rn'?x':u'::s°:;°f:'3 )
and high-impact, clear-tempered glass. 120V: 35 - 150W HPS PC-2 Button Bhotocel

HX — High Reactance X

- (tor fixtures set to 208, 240, 277V)

50— 100W MH; 50 ~ 150W HPS PGM-1 Ground Maunt Post
” CWA — Consiant Wattage Autotransformer PSs-1 Tamperproof Screwdriver
Exclusive DeltaGuard® finish features an E-coat 125 & 150W PSMH; 175W MH WG-L Wire Guard

epoxy primer with mediurm bronze ultra-turable
powder topcoat, providing excellent resistance
to corrosion, uitraviolet degradation and
abrasion. The finish is covered by our seven-
year fimited warranty.

" LABELS

ANS! tamp wattage labe! supplied, visible during
relarmping. UL Listed in US and Canada for wet
locations.

RUUD)

LIGHTING

9201 Washingtan Avenue Racine, Wisconsin 53406-3772 USA
© Ruud Lighting Inc.

PHONE (262) 886-1900

www.raudlighting.com |

FAX (262) 884-3309
1211/03

Printed in USA
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2" ADJUSTABLE FITTER

RECTANGULAR CUTOFF FLOOD

g

EPA 0.91 for single fixture with 20° tilt (Consult factory for EPA rating on multiple units or other tilt angles).

LCF3
SERIES
EPA RATING
120°
[ 90°—
4000 80%
8000 3p°

Lighting Sciences Inc.

Cartified Test Repart No. LSI 10697
Candlepower distribution curve of 175W MH
Rectangufar Cutaff Floodlight at 20°

vertical tiit.

120°
[ B0°—
OIO 60°
OIOO
8000
| 30°
Lighting Sciences inc.

Carttfied Test Repaort No. LSI 8230

Candlepower distribution curve of 150W HPS

Rectangular Cutoff Floodlight at 20°
vertical fiit.

Pole-spacing Example Data

140
120'

100°

80

60

A0

20

o

20

B0' 60' 40° 20' D' 20 40° 60' B0 427
366

305

TN e

{(_? \\j\ 12.2

\\ JE ){)/ 6.1
L‘&@'/ °:1

244 183 122 61 O0m 6.1 122 183 244

140
120'

100"
ay'
o
40
w

o

20

Ispfoatcandle plot of 176W MH Cutoff
Floodlight at 15' (4.6 m) mounting height
and 20° verticat tilt.

{Plan viaw)
o0 6 4 20 0 20 40 60 80
388
306
Sl 244
A el N 182
(7@ VA
WL
(1) om

oz

! 6.4

264183 122 64 Om 6.1 122 163 244

Isatoctcandie plot of 150W HPS Gutoll
Flondlight at 15" (4.6 m) mounting height
and 20° vertical tilt.

{Pian view)

80 60' 40' 20° O 20' 40' 60° 8O’
40° 427
120 366
100 305
I .
80" el W M- 244
&0’ / 4 \ 183
e = )
a ( ‘F /\\\ 12.2
ol L\ [1 e
o ey | om
20 ¢ ‘/J 6.1

244 183 122 61 Om 861 122 183 244

140'
120'

100
80'
80
40
20

o

20

isofootcandle piot of 176W MH Cutoff
Floodlight at 20' (6.1 m) mounting height
ard 20° vertical tilt.

(Plan view)
60 B0 40 20 0 20 40° 6O 80
36.6
30.5
// ’1\\\ 244
(1A e
\ / 122
\ ) [ ]
" om
B e i

244183 122 81 Om 6.1 122 183 244

o x—i|

.
|

Tesi area Is cenlered within a (16) pole fayoul.

V77
7

tsofostcandle plot of 150W HPS Gutall
Floodlight at 20° (6.1 m) mounting height
and 20° vertical tit.

(Ptan view)

Avarage Initlat Light Levels at Grade
4 Fixtures par pale
{Footcandles = 0.0929 = Lux)

Catatog # Lamp Type Lamp Lumens Maounting Height Mayx. Recommended Pole-spacing Footcandles Lux
LCF3410-D 100W MH 8,100 10' (3.0 m) 50" (15.2 m) 14.26 155
15' (4.6 m) 75' (22.9 m) 5.24 57

LCF3417-M 175W MH 12,000 15' (4.6 m) 75' (22.9 m) 7.75 85
. 20° (6.1 m) 100" (30.5 m) 4.56 49

LCF3510-M 100W HPS 9,500 10' (3.0 m) 50' (15.2 m) 12.37 133
15' (4.6 m) 75' (22.9m) 4.43 47

{CF3515-M 150W HPS 16,000 15' (4.6 m) 75' (22.9 m) 7.44 79
20° (6.1 m) 100" {30.5 m) 451 49

RUUD

LIGHTING

9201 Washington Avenue Racine, Wisconsin 53408-3772 USA

PHONE (262) 886-1900

FAX {262) 884-3308

© Ruud Lighting Inc.

Printed in USA

! wv_ﬂw.ruud}ighting.co_mg
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NS6410-D

Product Product Information
Catalog Number: NSB410-D

Micro Fiood, 1/2" Adjustable Fitter mount and 100
Watt Metal Halide Lamp (included) for 120/277
Volt.

Usually ships in one businéss day.

Note: If you require 10 or more of these fixtures, consider a high
power factor ballast. Click MORE LIKE THIS and check Options
column (High Power Factor) for availability.

Related Products

DB-9 Deep Baffie for Micro Flood Fixture
FWG-8 Steel Wire Guard for Micro Ficod
G5-9 Glare Shield for Micro Flood
MNB-1 Mounting Box for 1/2" Adjustable Fitter
Mﬁl};g Mounti'ng Box with Stake, Cord & Plug for 1/2" Adjustable Fitter
MNH-2 Condult Slipfitter for 1/2" Adjustable Fitter

ABQOUT US PRODUCT LINES LOG IN CUSTOMER SERVICE HO
CONTACT FEEDBACIKK PRIVACY TERMS AND CONDITIONS

Copyright © 2006 Ruud Lighting Inc. - All Rights Reserved

http://www.ruudlighting.com/searchcatalog/produ. - info.asp?pf%5Fid=NS6410%2DDé&de... 5/4/2006
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HID
MICRO FLOOD

Lampholder Lamp

(248 mmy)

Ballast

Rsflactor Lens Frame
i Diffuse Aluminum Die-cast aluminum
- (Included) door frame securas
8.8" /\ lens; sealed with

slicone gaskat
" Finish color: bronze

(158 mm)

Housing
Seamlass,

die-cast aluminum
Finish color: bronze

Adjustahle Fitter

Die-cast aluminum knusokle

is sized for 1/2"-14 NPSM pipe
Finish color: bronze

'SPEG & WATTAGE CATALOG # (a) VOLTAGE SDFFIN KEY {h) DPTIONS {factory-installed)
PULSE START METAL HALIDE D 120/277V (Standard: t25W PSMH, 50— 100W Mi)  H High Powar Factor (Standard; 125W PSMH)
g “125W PSMH NS6612-{a}H(h} T 120/277/347V (Canada Only} 4 Tamperproof Lens Fasteners
METAL HALIDE (70— 100W MH; 70W HPS) -{a)P  Phatocell {n/a on 125W PSMH)
50W MH NSB405-(a)(b) 1 120V (Standard: 35W HPS) X Linear Spread Lens-Horlzontal
70W MH NS6407-(a)(h) 4 2y Y Linear Spraad Lans-Vertical
100W MH NSB410-{=){h) b 347V (Canada Only) Specily {a) Single Voltage — See Yolage Suflix Key
L LT G 2 T
50W HPS N56506-(a){h)
70W HPS NSE507-(a)(i)
100W HPS NSE510-{a){h)
150W HPS NS6515-(a)(h)
MERCURY VAPOR
100W MV NS6310-(a)h)

Specliy (a) Voltage & (h} Options.

GENERAL DESCRIPTION

Micro Floodlight for HID lamp, totally enclosed.
Housing is seamless die-cast aluminum for
strength and durability. Die-cast aluminum
adjustable fitter allows for directional aiming,
as well as 5° incremental vertica! adjustment.
Lower fitter includes 1/2°-14 NPSM threads
0.70" (18 mm) long for mounting 1o 1/2-14
NPSM knockout. Lens assembly consists of
die-cast aluminum frame and 1/8" (3 mm) thick
double strength heai tempered. glass. Complete
silicone gasketing at lens and housing.

9201 washington Avenue Racine, Wisconsin 53406-3772 USA

' ELECTRICAL

Fixture inciudes clear medium-base lamp.
Porcetain enclosed, 4kv-rated screw-shell-type
lamphoider with spring-loaded center contact.
All ballast assemblies are normal power factor
{125W PSMH is high-power factor) and use the
following circuit types:

Reactor {120V only)
35 — 150W HPS

HX-High Reactance
50 - 100W MH, 50 — 70W HPS; 100W MV

CWA — Constant Wattage Autotransformer
125W PSMH

S LABELS : | MNH-2

ANS| lamp wattage label supplied, visible during
relamping. UL Listed in US and Canada for wet
locations and enclosure classified 1P54 per

IEC 529.

PHONE {262) 886-1900

Exclusive DeltaGuard® finish teatures an E-coat
epoxy primer with bronze ultra-durable powder
topcoat, providing excelient resistance to
corrosion, ultraviotet degradation and abrasion.
The finish is coverad by our seven-year limited
warranty.

DB-9 Daep Baffle

FWG-9 Wire Guard

GS-9 Glare Shisld

MNB-1 Mouating Box

MNB-2 Mounting Box with Stake,

Cord and Plug
Conduit Slipfitter
Tamperproof Screwdriver

RUUD

TPS-1

FAX (262) 864-3309

® Ruud Lighting Inc. Printed in USA

www.ruudiighting.com ;

Ay

LIGHTING

01/07/04



Kﬁ/ﬁamww~#'f?%ﬂﬁAf7 Wi'faaj

HID
MICRO FLOOD

tsofootcandle plots show inltial footcandles at grade. (Footcandies + 0.0829 = Lux)
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Lightinp Sciences Inc. . Isofootcandle plot of 150W HPS
Cortified Test Report No. LSI 8518 Micro Flood at 20' (6.1 m) mounting
Candlepower distribution curve af 150W HPS height and 60° tlit.
Micro Flood Fixture. {Plan view)
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Front view of 8' (2.4 m) wide x 4' (1.2 m) high sign showing Inltial footcandie levels achieved with one 50W MH Micre Flaod mounted
2' (.6 m) betow sign with 5' (1.5 m) setback and 125° tilt.
{Elevation view)
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